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SCATOLA / BOX PALLET

80x80
40x80
40x40
80x80

2 1,280 27 5@ 51,200 1101 10,5
4 1,280 27,488 48 61,440 1316 10,5
6 0,960 19,86 36 34,560 713 10,5
1 0,640 27,5 40 25,600 1101 20

SILVER

BLACK

PLATINUM

SCA-KST

HIGH DEFINITION

TECNOLOGIA, INNOVAZIONE; - - NOVABELL

E RICERCA NOVABELL

IT - I laboratori di ricerca NovaBell hanno creato una nuova generazione di super ci, caratterizzate dalla innovativa
tecnologia digitale ad alta de nizione.

GB - The NovaBell research laboratories have created a new generation of surfaces, featuring innovative high-de nitiot
digital technology.

D - Die NovaBell Forschungslabors haben eine neue Generation von Ober &chen entwickelt, die durch die innovative
hoch au 6sende Digitaltechnologie gekennzeichnet sind.

F - Les laboratoires de recherche NovaBell ont créé une nouvelle génération de surfaces, qui se caractérisent par une
technologie numérique haute dé nition innovante.

ES - Los laboratorios de investigacion NovaBell han creado una nueva generacion de super cies, caracterizadas por |
innovadora tecnologia digital de alta de nicion.

KINGSTONE E’' UN PRODOTTO CON PARTICOLARI CARATTERISTICHE DI
ECOSOSTENIBILITA, CHE CONTRIBUISCE ALLOTTENIMENTO DEI CREDITI PER LA
CERTIFICAZIONE LEED (LEADERSHIP IN ENERGY AND ENVIROMENTAL DESIGN).

KINGSTONE IS A PRODUCT WITH PARTICULAR LA SERIE KINGSTONE PRESENTE DE CARACTERISTIQUES  KINGSTONE - 3TO NMPOAYKUMA CO CMNEUNANTBbHBIMN

ENVIRONMENTAL SUSTAINABILITY CHARACTERISTICS, THAT SPECIFIQUES DE DEVELOPPEMENT DURABLE; XAPAKTEPUCTUKAMW 3KOJIOMYECKON

HELPS IN OBTAINING POINTS FOR LEED (LEADERSHIP IN ELLE CONTRIBUS A OBTENIR DE CREDITS POUR LA OPOEKTUBHOCTW, NMO3BONAIOLWAA MNMONYYATb

ENERGY AND ENVIRONMENTAL DESIGN) CERTIFICATION. CERTIFICATION LEED (LEADERSHIP IN ENERGY 3AYETHbIE OYKW ONA CEPTU®UKATA LEED (LEADERSHIP
AND ENVIROMENTAL DESIGN). IN ENERGY AND ENVIROMENTAL DESIGN).

KINGSTONE IST EIN AUSGESPROCHEN

UMWELTFREUNDLICHES PRODUKT, DAS ZUM ERREICHEN KINGSTONE ES UN PRODUCTO CON CARACTERISTICAS DE

2>
DER PUNKTE FUR DIE ZERTIFIZIERUNG NACH LEED SOSTENIBILIDAD MEDIOAMBIENTAL ) T p— NovaBell
(LEADE_RSHIP IN ENERGY AND ENVIROMENTAL DESIGN) ESPECIALES, QUE FACILITA LA OBTENCION DE PUNTOS BUREAU VERITAS <
BEITRAGT. PARA LA CERTIFICACION LEED (LEADERSHIP Certi cation ‘B 5
IN ENERGY AND ENVIRONMENTAL DESIGN) LIDERAZGO EN 2 Y

ENERGIA Y DISENO AMBIENTAL.
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NATURALE

The International reference standards: ANSI - ASTM

Characteristics and Test methods L= Requirements ANSI A 137.1 Our general values
Determination of water absorption - (ASTM C 373) Average value B, <05 % Average value < 0,5%
Classification Definition § 3.0 Porcelain tiles

Physical properties

Awverage = 250 [bf (1.11 kN)

Breaking strenghth - (ASTM C 648) individual > 225 Ibf (1,00 kN) Complies
Visible abrasion - (ASTM C 1027) As reported Class 0-5
NovaBell classification of abrasion resistance (see Annex N ) Class 4
Thermal shock resistance (ASTM C 428) Pass Complies
Crazing resistance (ASTM C 424) Pass Complies
Resistance to freezefthaw cycling (ASTM C 1026) As reporied Resistant
DCOF Resistance (ANSI A 137.1 Section 9.6) 2042" DCOF 2 042
Bond strength (ASTM C 482) > 50 psi (0.34 MPa) > 1 MPa
Color Uniformily (ASTM C 609 and ANSI A 137.1 Section 9.3) W0 - 3 Judds See the specific section
Chemical properties
Chemical resistance (ASTM C 650) As reported Resistant
Stain resistance (ASTM C 1378) As reported Resistant
) Dimensions - Calibrated tiles
Dimensions - (ASTM C 499) - (ASTM C 485) - (ASTM C 502) See ANSIA 137.1- Tab.10 Complies
_ Dimensions - Rectified tiles
Dimensions - (ASTM C 499) - (ASTM C 485) - (ASTM C 502) See ANS| A 137.1-Tab.10 Complies

(1) For level interior spaces expecled to be walked upon whenwet - (2) For VIO tiles only

KINGSTONE
NATURALE

I I Utilizzare il QR CODE per scaricare le schede tecniche

E Use the QR CODE to download data sheets

| KINGSTONE
| SATIN

I QR CODE benutzen um die technische datenblatter runter zu laden

;| KINGSTONE
| 20Mm

I I Veuillez utiliser le QR CODE pour télécharger les fiches techniques

=== Utilizar el QR CODE para descargar las fichas técnicas

- Mcnonb3yinTte QR-Koa ANA cKaumBaHUA TEXHNYECKMX XapaKTepucTnK

Astpscad by (:u..:'. J

rtially contribute o major green rating systems

For more info visit Ongreening.com

http://www.ongreening.com/en/Manufacturers/Details/9483

OA.0
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The international reference standards: ISO - EN

NATURALE

[~ Requirements
|C haracteristics and Test methods v EN 14411" - G 1180 130062 . G Our general values
|Determination of water absorption - (IS0 10545-3) Average value E, < 0,5 % / Individual maximum 0,6% Average value and individual maximum < 0,5%
|Classification Definition § 3.2 and § 3.7 BI, - Porcelain tiles
Physical properties
[Modulus of rupture - (ISO 10545-4) Average > 35 Nimm’ 2 35 Nimm?2
. Average = 1300 N for thickness = 7,5 mm ,
Iamak'"g strenglh - (150 10545-4) Average > 700 N for thickness < 7,5 mm Complies
|Abrasion resistance - (150 10545-T) Abrasion class and cycles passed Class 0-5
|NwaBalI classification of abrasion resistance Annex N Class 4
[Coefficient of linear thermal expansion (IS0 10545-8) Deciared valug"/ Test melhod avalable™ <7.1x10°°C
Thermal shock resistance (IS0 10545-9) Pass according to EN 150 10545-1"Y Test method available™ Complies
Crazing resislance (IS0 10545-11) Pass according to EN 150 10545-1" Required" Complies
|Fmst resistance (150 10545-12) Pass according to EN ISO 10545-1"") Required™ Complies
|Moisture expansion (IS0 10545-10) Declared value'" | Test method available™ £ 0,2 mmim
Small colour differences (ISO 10545-16) AEgy, < 075" If agreed
|Impact resistance - (IS0 10545-5) Declared value'"Test method available™ COR > 0,75
|Reaction to fire Class Al or Ay ! Alg, Classified Without Testing (CWT) - 96/603
Chemical properties

|Chemical resistance -{GL) (IS0 10545-13)

Resistance to low and high concentrations of ackds and alkalis
|Reaisla|mba household chemicals and swimming pool salts

Dectared value" | Manufacturer is 1o stale classification

Resistanl (see "Maintenance and cane” section)

Minimum class B GA
|Hesistanu& to staining (150 10545-14) Minimum class 3 (see “Main lenam‘.: and care” secion)

|Release of dangerous substances (IS0 10545-15)

Declared value| / Test method available™”

Pb <01/ Cd <001 mgldm’

Dimensions and surface quality

|Dimensions - (150 10545-2) See ANNEX G Complies
A minimum of 95% of the tiles shall be free from visible
Surface quality - (IS0 10545-2§ 7) defects that would impair the appearance of a major Complies
_ area of tiles
{11 __Reguirements according to EN 14411 (2] Requirements according fo IS0 13006
Test methods Requirements and references Our general values
Determinalion of anti-slip proparties - Warkrooms ard fields of activilies with raisad
o danges walking e Ramp st (ON 51130 - Gemany BGR/ASR From RO to R13 R10
Determination of anti — slip properties, Wetoaded barefool anses - Walking
lmm_mmpm (DI 51097) - Germany GUV-I 8527 A-B-C A+B
ID'mami{: Coefficient Fricion wel and dry condition (BCR - ex BCRA) Haly DM n, 236 / 1989 i > 0,40 1> 0,40
Scrath hardenss of surface am::rding to Mohs® en B3 643113 1 ex EN 1M z5

I I La tabella in italiano con i dati tecnici & scaricabile su www.novabell.it

= The English language technical specification for each collection can be downloa-

ded from www.novabell.it

[ Die Tabelle in deutscher Sprache kann auf www.novabell.it heruntergeladen

werden.

=== www.novabell.it

www.novabell.it

Sivous le souhaitez, téléchargez le tableau contenant les données techniques
en frangais en allant sur www.novabell.it

=== Descargue la tabla de datos técnicos en espafiol, disponible en

Ta6n|/|uy Ha PYCCKOM A3blKe C TEXHNYECKMMU AaHHBIMU MOXHO Crpy3uTb C canTa
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NovaBell

Ceramiche Gruppo Bellei

NOVABELL SpA CERAMICHE ITALIANE
via Molino, 1 - 42014 Roteglia (RE), ltalia
T+390536861111-F+390536851205
info@novabell.it - export@novabell.it
www.novabell.it
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